
 
Measurements made easier

Fluke ScopeMeter® 
Test Tool accessories
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Cable and adapters

SCC1�0 Software Cable Case for 
1��, 1��
SCC190 Software Cable Case for 
19�, 196, 199
Accessories package, including:
• FlukeView® ScopeMeter® Software for  

Windows® English, French and  
German language

• OC4USB Optically Isolated RS-232  
Adapter/Cable

• Hard Carrying Case C120 or C190

C1�0 Hard Carrying Case for 
1��, 1��
C190 Hard Carrying Case for  
19�, 196, 199 
• Storage compartments for test leads, probes,  

instruction manual, power adapter and other small accessories

C195 Soft Carrying Case Universal
• Durable soft case. Adjustable storage  

compartments suitable for all  
ScopeMeter models. Storage  
compartments for test leads, probes,  
instruction manual, power adapter  
and other accessories

C1�5 Compact Soft Case for 1��, 1��
• Zippered carrying case (black) for  

123, 124
• Pouch is designed to carry test leads  

and probes
• Convenient belt loop accommodates  

tool belt

Software, carrying cases and kits

Data Sheet, literature code 
1629076:

ScopeMeter accessories
Fluke acces-
sories can 
enhance or 
expand the  
measurement  
capabilities  
of your  
ScopeMeter. 

Go to www. 
fluke.com/ 
scopemeter  
for your copy  
of the  
ScopeMeter  
accessories
data sheet.

DP1�0 Differential Probe
• 1.5 m with shrouded banana probe tips 

(red and black) 
• CAT III 600 V/CAT II 1000 V rated

ITP1�0 Optically Isolated Trigger Probes 
• 1.2 m, for ScopeMeter 123
• Included hookclip with ground lead
• Max. signal voltage and voltage to ground: 

CAT II 600 V rms

Trigger and differential probes

For more information and detailed specifications, go to www.fluke.com/scopemeter

PAC91
• Printer Adapter Cable 0.25 m
• Safety designed optical to  

parallel printer adapter cable
• See instrument manual for  

compatible printers

OC�USB
• Optically-isolated  

serial to USB  
adapter 

PM9081
• Dual Banana Plug  

4 mm male to  
female BNC Adapter

• The set consists of two  
adapters

PM908�
• Dual Banana Jack  

4 mm female to  
male BNC Adapter

• The set consists of two  
adapters easy identification

PM9091
• 50 Ohm Coaxial BNC cable set,  

3 x 1.5 m
• Three colored BNC male  

connectors (red, gray and  
black) for easy identification

PM909�
• 50 Ohm Coaxial BNC cable set,  

3 x 0.5 m
• Three colored BNC male  

connectors (red, gray and  
black) for easy identification

PM909�
• Male BNC to  

dual female  
BNC T-piece

• Set consists of  
two adapters

BB1�0
• Two shielded Banana- 

to-BNC Adapters
• Adapting Probes and BNC  

adapters to 123 and 124 
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